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:QUICK SETTING DEVICE
! Designed for fast and accurate
adjustment, this quick setting

: device ensures high machining

+ accuracy and great working

: efficiency. A speed meter helps to
count the current production

: quantity.
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CM-747

4 Spindle 4 Side Moulder

TRIMMING CUTTER

¥ The first bottom horizontal spindle is fitted with

a trimming cutter for timming the workpiece
side to achieve perfect straightness.
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SHORT STOCK FEEDING MECHANISM

The specially designed short stock feeding
mechanism combined with auxiliary pressure

£ wheels permits the machine to perform

machining on extra short stocks.
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5 Spindle 4 Side Moulder
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CUSTOM DESIGN YETRISTERTE -
MODEL: * BEfEE

* Universal head * SERERIE40m/min (PLE)

* High speed feeding model, over * EERRR
40 i
m/min * BIRSHER IR

* Auto feeding magazine o N
* Special flexible & multiple spindle * BREHMI000RPM(ELL)

arrangement * HEENL
* High speed spindle over 9000 RPM * EEKRE

* Digital position control * BX (B)) MIEE

% )
Groove guide table 230 mm /9* (18 mm / 3/4%

* Max. (Min.) planing width:
230 mm /9" (18 mm / 3/4")

CM-767

6 Spindle 4 Side Moulder

EXCLUSIVELY DESIGNED PRESSURE PLATE AND
TABLE FEED ROLLER

Special pressure plate adopted with table feeding roller design.
Provides smooth and precise cutting of dry and wet wood,
reducing the possibility material jams.

BB RO EERmRET

AR BEIBRET A S AB WX RWERE » TR
AREBADNLE » EINRIERELE » FREFRMER -

FULLY ENCLOSED SPLASH GUARD AND HEAT
DISSIPATION

The back of the machine is fully enclosed. This not only reduces noise,
but also prevents chips from splashing to the back side of the machine.
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ROBUST BASE

The machine base is one piece coated from high quality cast iron

(FC-25) for maximum stability of structure. Base is machined by

CNC machining equipment to assure the utmost working accuracy.
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Specifications
'MODEL SP4-23 SP 5-23 'SP 4-23U SP 5-23U
Moulding spindie number 4 5 5 6
Wo! rking Meax. warking width 18-230 mm 18-230 mm 18230 mm 18-230 mm
Max: working thinkness 6125 mm 6125 mm 6-125 mm 6125 mm
Capacity Min. working length 240 mm 240 mm 240mm 240 mm
Feed speed €25 m/min 6-25 mimin 6-25 m/min 6-25 m/min
18! bottorm herizontal spindle 75HP 75HP 75 HP 75HP
2nd right vertical spindle
* 10HP 10 HP 10HP 10HP
3rd left vertical spindie
Basic 4ih top horizontal T5HP 75HP 75HP 75HP
Motor 5th bottom horizontal spindle = 75HP - 75HP
U spindle & = 75HP 75HP
Feed drive SHP 5HP 5HP 5HP
Elevation 12HP 112 HP 12HP 12HP
Spindie cutting speed B200APM (50HZ) | 6200RPM (S0HZ) | 6200 RPM (50HZ) 6200 RPM (50 HZ)
Main Spindle cutting speed 7200APM (60HZ) | 7200RPM(60HZ) | 7200RPM(60HZ) | 7200 APM (60 H2)
Spindle Diameter @40 mm @40 mm @40 mm @40mm
Spindle Adjustment range of vertical spindle 45mm 45mm 45mm I 45mm
Adjustment range of horizonital spirdie 35mm 35 mm 35mm 35 mm
First bottom Hofizontal spindle ©100~0160 mm @100~@160 mm 0100~@160 mm. 2100160 mm
cmﬂng Right vertical spindie ©110~0200 mm @110~0200 mm @110~0200 mm 2110-0200 mm
Left vertical spindle ©110~0200 mm @110~0200 mm B110-8200 mm 2110~0200 mm
circles Top horizontal spindie 0110-0200mm | ©110~@200mm | B110~0200 mm 0110~0200 mm
Second bottom horizontal spindie = ©100~-@250 mm - 2100~0250 mm
Feed Prieumatic pressure 6bar 6 bar 8bar Bbar
Diameter 140 mm 140 mm 140 mm 140 mm
roller Width 2x50 mm 2x50mm 2x50 mm 2x50 mm
Dust autlet dia metsr 125 mm’ 125 mm 125mm | 125mm
The all-new designed Sprinter-Series 4 Side Moulder Al Ifeed tae 2m 2m zm 2m
The new Sprinter-series Moulder Winner Machinery give you own all the economy and efficiency of excellent Packing dimensions L xMxH 300x201 x2i1cm | 358x201 x211em | 414x201x21cm [ 435%201x211 em
performance at a reasonable price. This Moulder has an exclusive differential all cast iron base construction. For other Net weight 2250 kgs 2600 kgs 3450 kgs 3800 kgs
extraordinary precision speed and reliability. This all new Sprinter-series standard of Winner Machinery 4-side Gross waight 2550 kas 2900 kgs 3750 kgs: Il 4100 kgs
Moulder is your best choice.

# Specifications may be changed or modified without notice.

SPRINTERSeries
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Specifications

Working witith 18-230 mm 18-260 mm 18320 mm
Warking thickness 8-160 mm 6-230 mm
Cipﬂcﬂv Min. working length 240 mm
Feed speed 7-36 m/min 840 m/min 6-60 mimin
Number of spindles, min-max 48 Universal / SAW or more...
First bottom horizontal spindle 10 HP 15 HP
Right vertical spindle 10HP 15HP
Leh vertical spindle 10 HP 15 HP' 20 HP 25HP
Motor Top horizantal spindie 10 HP 15HP 20HP 25 HP
Bottom horizontal spindle 10HP 15HP 20HP 25 HP
Feed 75HP 10 HP 15 HP (Inverter)
Elevation 1HP 2HP
First bottorn horizontal spindle 100-180 mm
Right vertical spindle 110-250 mm
Cuting Left vertical spindle 110-250 mm
circles Top horizontal spindle 110-250 mm
Bottom horizontal spindle 110-250 mm Sawing Device (Simple)
Spindle Diameter 40 mm 50 mm
Spindle cutting speed 6200 RPM (50HZ) 8000 APM (50HZ) | 9000 RPM (50HZ)
Spindle Spindle cutting speed 7200 RPM (60HZ) 9000 RPM (60HZ)
The High Speed Design of Feeler-Series 4 Side Moulder Adjusiment range of verical spindle 8omm
Machines from Winner Machinery are compactly constructed with powerful cutting capability. They integrate Adjustment range of horizontal spindie 35 mm
many fine features such as high speed operation, with superior accuracy that fully presented extraordinary. Dust outiet diameter 140 mm 160 mm
Designed and manufactured by Winner, Feeler-Series Moulders give you high efficiency with heavy duty Infeed table am s6cm 125em 250
operation, with high reputation for maximum dependability. The Winner Feeler-Series Moulders are All other Foodtallordiamiise .
designed and engineered with advanced concept. The Moulders integrate many fine and exclusive features
to achieve a new level of performance, look on further than Feeler-Series from Winner Machinery. Preumatic pressure for feed rollers, max 6 bar (87psi)
ﬂ\ﬂ@‘om?; i':r’gm i 10mm
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pecitications
MODEL Standard
Working width 18-230 mm 18-260 mm 18-320 mm
Warking thickness 6-160 mm 8-230 mm
Capacity Min. working length 240 mm
Feed speed 840 m/min 8-60 m/min 8-80 m/min 8-100 m/min
Number of spindles, min-max 49 Universal / SAW or more...
First bottom horizontal spindle: 10 HP 15HP
Right vertical spindie 10HP 15HP
Left vertical spindle 10HP 15HP 20HP 25HP
Motor Top horizontal spindle 10HP 15 HP 20HP 25 HP
Bottom horizontal spindle 10HP 15HP 20HP 25 HP
Feed 75HP 10HP 15HP (Inverter)
Elevation 1HP 2HP
First bottom horizontal spindle 100-180 mm
cunlng Right vertical spindle 110-250 mm
Left vartical spindle 110-250 mm
circles y i
Top horizontal spindle 110-250 mm
Bottom horizontal spindle 110-250 mm Sawing Device (Simple)
Spinclie Diameter 50 mm
Spindle cutting speed 6200 RPM (50HZ) 8000 RPM (50HZ) | 9000 APM (50HZ)
Spindle Spindle cutting speed 7200 RPM (60HZ) 9000 RPM (60HZ)
Adjustment range of vertical spindle 80 mm
The High Speed Designed of Laser-Series 4 Side Moulder Acfustment range of horizors! spindle ssmm
The Laser Serles four side moulder incorporates many outstanding features including high speed Pust outiet Giameter 160:mm 160.min
operation and superior acouracy. The Laser Series four side moulder combines high efficiency with Infeed table 2M SEom T250m 25M
heavy duty operation and comes with a sound reputation for maximum dependability. The Laser Series All other Feed roller diameter 140 mm
four side moulder is designed and engineered with the latest in design and manufacturing techniques Pneumatic prassure for feed rollers, max 6 bar (87psi)
to achieve a new era in four side moulders. ,‘,?é;"sd"gij‘m’:.’.‘ﬁmm i 10mm

# Specifications may be changed or madified without notice. A s E R Seri
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The all-new designed Pioneer-Series 4 Side Moulder

The Pioneer Series four sided moulder incorporates many outstanding features including high speed
operation and superior accracy. The Pioneer Series four sided moulder combines high efficiency with
heavy duty operation and comes with a sound reputation for maximum dependability. The Ploneer Series
four sided moulder are designed and engirieered with the latest in design and manufacturing techniques
to achieve a new era in four sided moulders.
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Specifications
MoDEL P423  PI523  PIS23R Optional
Moulding spindie number 4 5 5 6 Universal | SAW or more...
Warking widif 18-230 it 18230 mm 18-230 mm 18-230 mim 240 mm
Capacity | woring tickness s125mm | 6125mm | G12smm | ed2smm | t0mm | 280mm
Min. working length 200 mm 200 mm 200 mm 200 mm 450 mm
Fead speed 7-28 mfmin 7-28 mimin 7-28 mimin 7-36 mimin 7-40 m/min | 10-60 m/min
1st battom horizontal spindie 75HP 75HP 75HP 75HP 10HP 15HP
2nd right vertical spindle 75HP 75HP T5HP 75HP 10HP 15HP
3rd left vartical spindie 10HP 10HP 10HP 10HP 15HP
Motor Top harizontal spindle 10HP 10HP 10HP 10HP 15HP 20HP
Bottom horizontal spindle 10HP 10HP 10HP 15HP 20HP 25HP
Feed SHP SHP 5HP 75HP T5HP 10HP {Inverter)
Elevation 1HP 1HP 1HP 1HP 2HP
First bottom horizonfal spindle | @100~@160 mm| @100~@160 mm | @100~G160 mm| G100~160 mm|
Cutting Right vertical spindle @110~@180 mm| ©110~@180 mm | @110~B180 rm| @110~B180 mm| 200 mm
Left vertical spindle @110~8200 mm | &110~@200 mm | ©110~200 mm| B110~©200 mm
circles Top horizantal spindie ©110-G200 min | 110-@200 mm | G110-@200 mim| @1 10-@200 mm
‘Second bottom harizontal spindle - @100~0180 mm [ B100~B250 mm | &100~@250 mm Sawing Device (Simple)
Spindie Diameter 240 mm @40 mm @40 mm 240 mm @50 mm
Spindle cutting spead 6200 RPM (50HZ) | 6200 RPM (50HZ) | #8200 RPW (S0HZ) | 6200 RPM (S0HZ) | BODD APM (30HZ) | %000 APM (0HZ)
Spindle Spindle cutting speed 7200 RPM (B0HZ) | 7200 RPM (80H2) | 7200 RAM (80H2). | 7200 RPM (50HZ) | 8000 RPM (60HZ)
Adjustment range of vertical spindle 45 mm 45 mm 45mm 45 mm
Adjustment range of hottzontal spindie 35 mm 35 mm 35mm 35 mm
Dust outlet diameter 125mm 125 mm 125mm 125mm
Infeed table M 2M 2M 2M 25M
Feed roller diameter 140 mm 140mm 140mm 140mm
Feed roller width 2x50 mm 250 mm 2x50 mm 2x50 mm
Allother | pramaoprssirolorfesdroles x| Gbar(@ps) | Gbar(@7ps) | Gbar(e7ps) | 6bar (87080
ment oooe frideed 2| 4011m 10mm 10mm 10mm
Packing dimensions L xMxH [ 351201 %211 cm | 351 %201 x 211 cm | 875 k201 x 211 om | 432x 201 x 211 em
Net waight 3300 kys 3600 kgs 4000 kgs 5100 kas
Grass weight 3900 kgs 4400 kgs 4800 kgs 5300 kgs

# Specifications may be changed or modified without notice.
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